
                        

# Communication : RS-485, PELCO Protocol,  (option TCP/IP)
# Pan/Tilt :  Pan 0°~Endless/ Tilt -70° ~ +20° ±5° ,  Preset 0-127 positions
# Operating Temperature : -40°C ~ +60°C with addition fan, Heater, Sunshield, and Wiper
# Operating Humidity : 20 ~ 90% RH             # Power Source : 110/220- 24 VAC 
# Environment :  NEMA 4X  IP66 Marine version  to be used in extreme environments
# Weight :35-50  Lbs 
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Eagle Vision  Surveillance that Never Sleeps
                          EV3000-P-CCDUltra high sensitivity Day/Night Camera 

for 24 hours a day surveillance
 

Key Features

                  EV3000-P-CCD550           optical zoom 50X      10-550mm/20-1100mm 
                EV3000-P-CCD750-A       optical zoom 30X       25-750mm 

               EV3000-P-CCD825           optical zoom 55X       15-825mm
               EV3000-P-CCD1000-A     optical zoom 60X       16.7-1000mm/33-2000mm
               
               EV3000-P-CCD3800        Soon   optical focal length   3800mm

Soon  EV3000-P-CCD3800       optical zoom 100-38000mm

    Models EV3000-P-CCD300           optical zoom 36X      10-300mm 

                  EV3000-P-CCD750-B       optical zoom 60X       12.5-750mm/25-1500mm 

                  EV3000-P-CCD1000-B     optical zoom 100X     10-1000mm/20-2000mm 


